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SECTION 1: HEATER SAFETY  
SECTION 1: HEATER SAFETY

Your Safety is Important to Us!

This symbol is used throughout 

the manual to notify you of 

possible fire, electrical or burn 

hazards. Please pay special 

attention when reading and 

following the warnings in these 

sections. 

Installation, service and annual inspection of heater 

must be done by a contractor qualified in the 

installation and service of gas-fired heating 

equipment.

Read this manual carefully before installation,

operation or service of this equipment.

This heater is designed for heating non-residential 

indoor spaces. Do not install in residential spaces. 

These instructions, the layout drawing, local codes 

and ordinances, and applicable standards that apply 

to gas piping, electrical wiring, venting, etc. must be 

thoroughly understood before proceeding with the 

installation.

Thin sheet metal parts have sharp edges. To prevent 

injury, the use of work gloves is recommended.

Before installation, check that the local distribution 

conditions, nature of gas and pressure, and 

adjustment of the appliance are compatible.

Gas and oil-fired appliances are not designed for use 

in atmospheres containing flammable vapors or dust, 

or atmospheres containing chlorinated or 

halogenated hydrocarbons. Recirculation of room air 

may be hazardous in the presence of: (A) flammable 

solids, liquids, and gases; (B) explosive materials; 

(C) substances which may become toxic when 

exposed to heat (i.e., refrigerants and aerosols, etc.) 

1.1 Description of Operation

This heater is an indirect gas-fired fresh-air appliance 

designed for indoor or outdoor installation. 

The heater may be provided with several different 

controls and options to meet certain application 

requirements. Be sure to read this entire manual 

before installation and start-up.

1.2 Installation Codes

This equipment has been designed and 

manufactured in order to provide you with years of 

safe and efficient operation. In order to retain these 

features, the installer must adhere to certain 

installation and operation requirements. These are 

mentioned throughout this manual and should be 

carefully noted. The type of fuel for which this 

appliance is equipped and its proper firing rate are 

shown on the appliance rating plate. Electrical 

characteristics are shown on the rating plate as well. 

If there must be a change in fuel type, consult with 

the factory or sales distributor. The heater shall be 

installed in accordance with the standards of the 

National Fire Protection Association, the National 

Fuel Gas Code, and the National Electrician Code.  

Local authorities having jurisdiction should be 

consulted before installations are made to verify local 

codes and installation procedures. In the absence of 

such codes and installation procedures, the unit shall 

be installed in accordance with the National Fuel Gas 

Code ANSI A223.1 (latest edition). In Canada, 

installation must conform to CAN/CGA-B149.1 or 

B149.2 (latest edition) installation codes for gas 

burning appliances and applicable Provincial 

Regulations for the class, which should be carefully 

followed in all cases.

Authorities having jurisdiction should be consulted 

before installations are made.

1.3 Inspection and Setup

The heater is shipped completely assembled. 

Immediately upon receipt of the heater, check the 

fuel and electrical characteristics of the heater and 

verify that they agree with the fuel and electrical 

supply available. Check the heater for any damage 

that may have occurred during shipment. If any 

damage is found, file a claim with the transporting 

agency. The heater was inspected and operated prior 

to shipment. While the heater is still on the skid, 

move it to its installation location. Verify that the 

specifications on the heater rating plate match the 

heater specifications. Check the installation location 

to ensure proper clearances to combustibles.

Any options which do not come attached to the 

heater (such as a remote control panel) will be found 

inside the heater.
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SECTION 15: BANANZA® BMA/BAR-SERIES INDIRECT-FIRED INDUSTRIAL HEATER LIMITED 
WARRANTY

BANANZA WILL PAY FOR:

Within 24 months from date of purchase by buyer or 27 
months from date of shipment by Bananza, replacement 
parts will be provided free of charge for any part of the 
product which fails due to a manufacturing or material 
defect. 
Bananza will require the part in question to be returned to 
the factory. Bananza will, at its sole discretion, repair or 
replace after determining the nature of the defect and 
disposition of part in question. 
BANANZA® Replacement Parts are warranted for a period 
of 12 months from date of shipment from Bananza or the 
remaining BANANZA®  BMA/BAR-Series warranty.

BANANZA WILL NOT PAY FOR:

Service trips, service calls and labor charges.
Shipment of replacement parts.
Claims where the total price of the goods have not 
been paid.
Damage due to:

• Improper installation, operation or maintenance.
• Misuse, abuse, neglect, or modification of the 

BANANZA®  BMA/BAR-Series in any way.
• Use of the BANANZA®  BMA/BAR-Series for other 

than its intended purpose.
• Incorrect gas or electrical supply, accident, fire, floods, 

acts of God, war, terrorism, or other casualty.
• Improper service, use of replacement parts or acces-

sories not specified by Bananza.
• Failure to install or maintain the BANANZA®  BMA/

BAR-Series as directed in the Installation, Operation 
and Service manual.

• Relocation of the BANANZA®  BMA/BAR-Series after 
initial installation

• The use of the BANANZA®  BMA/BAR-Series in a cor-
rosive atmosphere containing contaminants.

• The use of the BANANZA®  BMA/BAR-Series in the 
vicinity of a combustible or explosive material.

• Any defect in the BANANZA®  BMA/BAR-Series arising 
from a drawing, design, or specification supplied by or 
on behalf of the consumer.

• Damage incurred during shipment. Claim must be filed 
with carrier.

WARRANTY IS VOID IF:

The BANANZA®  BMA/BAR-Series is not installed by an 
electrician qualified in the installation and service of 
control systems for heating equipment.
You cannot prove original purchase date and required 
annual maintenance history.
The data plate and/or serial number are removed, 
defaced, modified or altered in any way.
The ownership of the BANANZA®  BMA/BAR-Series is 
moved or transferred. This warranty is nontransferable.

Bananza is not permitted to inspect the damaged 
controller and/or component parts.
READ YOUR INSTALLATION, OPERATION AND 
SERVICE MANUAL

If you have questions about your controller, contact your 
installing professional. Should you need Replacement 
Parts or have additional questions, call or write Bananza: 
U.S.A.
1100 Seven Mile Road NW
Comstock Park, MI 49321
616.726.8800
On the web at: www.bananza.com

Bananza's liability, and your exclusive remedy, under 
this warranty or any implied warranty (including the 
implied warranties of merchantability and fitness for a 
particular purpose) is limited to providing 
replacement parts during the term of this warranty. 
Some jurisdictions do not allow limitations on how long an 
implied warranty lasts, so this limitation may not apply to 
you. There are no rights, warranties or conditions, 
expressed or implied, statutory or otherwise, other than 
those contained in this warranty.

Bananza shall in no event be responsible for 
incidental or consequential damages or incur liability 
for damages in excess of the amount paid by you for 
the BANANZA®  BMA/BAR-Series. Some jurisdictions do 
not allow the exclusion or limitation of incidental or 
consequential damages, so this limitation or exclusion 
may not apply to you. This warranty gives you specific 
legal rights, and you may also have other rights which vary 
from jurisdiction to jurisdiction.

Bananza shall not be responsible for failure to perform 
under the terms of this warranty if caused by 
circumstances out of its control, including but not limited to 
war, fire, flood, strike, government or court orders, acts of 
God, terrorism, unavailability of supplies, parts or power. 
No person is authorized to assume for Bananza any other 
warranty, obligation or liability.

LIMITATIONS ON AUTHORITY OF 
REPRESENTATIVES:

No representative of Bananza, other than an Executive 
Officer, has authority to change or extend these 
provisions. Changes or extensions shall be binding only if 
confirmed in writing by Bananza's duly authorized 
Executive Officer.










